Ballast lumen factors (BLF/% at 20°C)

Ch

arger

AC input voltage
230/240V AC, 50Hz

» AC input current

Inverter
® Automatic changeover

complies to IEC598

» Soft-start 4-wire

3.6V 3.6V 4.8V 6.0V 20mA max preheating filaments
7 11 11 Charge current 200mA for reliable starting and
g ::; 191 e sl improved lamp life
) Shortdirciieand » Operating frequency 20
£ g ‘ to 50 KH
7 overload protection 2 Z
10 19 27 28 ) 4 pole change over » Discharging current: 1.1
10 18 27 28 contacts Amp DC nominal
9 17 25 26 ) Recharge period Short circuit protection
11 16 23 27 24 hours ' Quickblow fused
& ill il L » Time delay relay for total 3 hours emergency
8 g Lt i ballast isolation duration
5 7 9 11
1 LED indicates charger Deep discharge battery
8 and battery healthy protection
9 15 28 » High temerature Ni-Cd ® Module temperature
9 15 27 4AR battery range 0-70°C
1 15 21 23 » Battery temperature
8 13 15 20 range 0-55°C
9 12 23
12 16 22 Remote pack is pre-wired ready for conection to an
11 13 21 . S o :
electronic ballast circuit inside a luminaire. Interconnecting
2 = L cables are colour coded 1/0.8 (0.5mm] high temperature
6 P.V.C. insulated as standard in a silicon coated glass
impregnated sleeve. It is through wired with the normal
7 12 ‘mains’ supply for simple single cable point installation.
9 For product performance and standard conformity reasons,

we recommend this arrangement is used with single and
parallel twin lamp ballasts only.

Unsuitable for "Amalgam" lamps

Twin series lamp electronic ballasts should not be used

in this arrangement. Uneven lamp wire lengths create

an imbalance in the electronic ballast lamp circuit and
impaired and unreliable operation can be the result. In this
case we recommend relocation of the electronic ballast to
Green LED indicator for mounting inside or adjacent to the the remote box. See our RBU/HF data sheet for details.

luminaire is supplied on a Tm twisted pair lead.

Remote mounting distances should be kept to a minimum
but in any case should not exceed 1m. Our standard
remote cabling distance for this product is 0.3m.




The Citadel range

5 - pole remote packs for

fluorescent lamps

100mm
100mm
100mm
100mm
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